
Product information quick connect system 203N

Quick connections made of aluminum for the direct push-in connection
of plastic tubes in air suspension systems

• Fixed tube retaining ring,
axially rotatable

• Integrated tube stop

• Short connection port possible;
compatible with special bore of
VOSS quick connect systems 203

• Disassembly of tube/quick connect
system possible

• No assembly plug

• Optional dirt plug on customer
demand

The optimized classic



VOSS quick connect system 203N

• Integrated assembly made of aluminum

• Nominal sizes 4 and 6

• For the connection of polyamide tubes

• For pneumatic applications,
for fuel applications on requests

• Max. 22 bar operating pressure, in compliance with
the application limit of the PA tube acc. to DIN 73378

• Burst pressure ≥ 45 bar

• Temperature range -40 °C to +100/120 °C

70
00

80
96

00
/2

02
00

3 
 · 

 S
ub

je
ct

 to
 te

ch
ni

ca
l m

od
ifi

ca
tio

ns
  ·

  ©
 V

O
S

S
 A

ut
om

ot
iv

e 
G

m
b

H
 2

02
0

VOSS Automotive, Inc. · 4640 Hillegas Road · Fort Wayne, IN 46818 · USA 
Phone: +1 260-373-2277 · customersvc@us.voss.net · www.vossusa.com
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Thread-sealing O-ring EPDM

UBL aluminum

Spacer PBT

Tube sealing O-ring
EPDM

Retaining ring
stainless steel

Bushing O-ring EPDM

Dirt O-ring HNBR

Bushing aluminum
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