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The standard program
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A. Flow-stop valves

1. Plug-in coupling 246 with flow-stop

Part
number

5246021800

5246036100

5246033900

5246063900

5246013000

5246037300

Connections

1 Profile SV246 NS8

Fir-tree NS6

1 Profile SV246 NS8
2 Fir-tree NS6

1 Profile SV246 NS12
2 Fir-tree NS7,5

1 Profile SV246 NS12
2 Fir-tree NS9

1 Profile SV246 NS12
2 Fir-tree NS10

1 Profile SV246 NS12
2 Fir-tree NS12 (5/8")

Working
press. (max)

8 bar

8 bar

8 bar

8 bar

8 bar

8 bar

Application
temperature

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

VOSS

Construction

Press-fitted valve
unit with O-ring

Press-fitted valve
unit with O-ring

Press-fitted valve
unit with O-ring

Press-fitted valve
unit with O-ring

Press-fitted valve
unit with O-ring

Press-fitted valve
unit with O-ring

Housing
material

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Sealing
material

FPM

EPDM

FPM

FPM

FPM

FPM

Application
medium

Diesel fuel

Cooling water

Diesel fuel

Diesel fuel

Diesel fuel

Diesel fuel




A. Flow-stop valves

2. Adapters 246 with flow-stop

Part
number

5246016249 ,

5246030700 ,

5246047649 ,

Connections

Profile SV246 NS8

Male thread M12x1.5 AF22
completely with copper washer
Profile SV246 NS8

Male thread M12x1.5 AF22
with O-ring sealing to ISO 6149
Profile SV246 NS8

Male thread M12x1.5 AF22
completely with copper washer

1 Profile SV246 NS8

5246031100

5246014649 ,

5246042900 2

5246040349 ,

1

5246038052 2

Male thread 3/8 NPT AF22

Profile SV246 NS12

Male thread M16x1.5 AF27,
completely with copper washer
Profile SV246 NS12

Male thread M16x1.5 AF27
O-ring sealing with angular
O-ring groove

Profile SV246 NS12
Male thread M18x1.5 AF27
completely with copper washer

Profile SV246 NS12

Male thread M18x1.5 AF27
O-ring sealing with angular
O-ring groove

Working
press. (max)

8 bar

8 bar

8 bar

8 bar

8 bar

8 bar

8 bar

8 bar

VOSS

Application
temperature

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

-40°C to +100°C

Construction

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Housing
material

Brass

Brass

Steel

Brass

Brass

Brass

Brass

Brass

Sealing
material

FPM

FPM

EPDM

FPM

FPM

FPM

FPM

FPM

Application

. Rem.
medium

Diesel fuel

Cooling water

Cooling water

Diesel fuel

Diesel fuel

Diesel fuel

Diesel fuel

Diesel fuel




A. Flow-stop valves

3. Studs with flow stop

Part
number

Connections

1 Male thread M18x1.5 ID12.2
2 Fir-tree NS10

5466071200

1 Male thread M18x1.5 ID12.6

5466002500

1
5466208800

Fir-tree NS10

Male thread M22x1.5 ID15.6

2 Hose connection DN9

5466095500 2

5466186800 ,

1
5466208900

Male thread M22x1.5 ID15.6

Male thread M14x1.5 with
sealing for copper ring to
DIN 3852 Form A

Male thread M22x1.5 ID15.6
with closing plug

Male thread M22x1.5 with
sealing for copper ring to
DIN 3852 Form A

Male thread M24x1.5 ID15.6

2 Hose connection DN12

5466095600 2

1

5466118400 2

Male thread M24x1.5 ID15.6

Male thread M22x1.5 ID9 with
sealing for copper ring to
DIN 3852 Form A

Male thread M24x1.5 ID15.6

Working
press. (max)

10 bar

10 bar

5 bar

5 bar

12 bar with
closing plug,
5 bar with
flow stop

5 bar

5 bar

Male thread M22x1.5 ID10 with 5 |ygr

sealing for copper ring to
DIN 3852 Form A

VOSS

Application
temperature

-40°C to +120°C

-40°C to +120°C

-40°C to +100°C

-40°C to +120°C

-40°C to +120°C

-40°C to +100°C

-40°C to +120°C

-40°C to +120°C

Constru

Press-fitted
valve unit
with O-ring

Tappet
with O-ring

Press-fitted
valve unit
with O-ring

Press-fitted
valve unit
with O-ring

Press-fitted
valve unit
with O-ring

Press-fitted
valve unit
with O-ring

Press-fitted
valve unit
with O-ring

Press-fitted
valve unit
with O-ring

Housing
material

Steel

Steel

Steel

Steel

Steel

Steel

Steel

Steel

Sealing
material

FPM

FVMQ

FPM

FPM

FPM

FPM

FPM

FPM

Application
medium

Diesel fuel

Diesel fuel

Diesel fuel

Diesel fuel

Motor oil

Diesel fuel

Diesel fuel

Diesel fuel




A. Flow-stop valves

4. Banjo fittings with flow-stop or aanl

non-return valve A\ f: o

Part Commesiens Working Application

Housing Sealing Application
number press. (max) temperature material material medium

Construction Rem.

1 Banjo fitting with hollow bolt
M16x1.5

5466000600 . 10 bar 40°C to +120°C  Non-retum g FVMQ Diesel fuel
2 Fir-tree NS8 valve
2.1 Fir-tree NS8
1 Banjo fitting with hollow bolt
M16x1.5 :
5466001600 10 bar 40°C to +120°C  lOW-Stop g FVMQ  Diesel fuel
2 Male thread M18x1.5 valve
ID12.6
1 2 x banjo fitting with double
hollow bolt M16x1.5
5466029149 2 Male thread M18x1.5 10 bar 40°C to +120°C  IOWSIOP gy FVMQ Diesel fuel
ID12.6 valve
3 Male thread M18x1.5
ID12.6 90°



B. Non-return valves

1. Screwed non-return valves

Part

Connections
number

1 Screw-in thread
M12x1.5 with sealing

VOSS

Opening  Working Application
pressure press. (max) temperature material material medium

Construction Housing  Sealing Application

Tappet Stainless

0671410L00 ¢4, copper ring 5 bar 50 bar -40°C to +130°C with O-ring  steel FPM Diesel fuel 1)
2 Female thread M12x1.5
1 Screw-in thread
M14x1.5 with PFLEX o
sealing Tappet Hydraulic Qlls
0601322007 o 1 bar 250 bar -40°C to +90°C . Steel NBR on the basis of
2 Cutting ring L10 with O-ring mineral oil
M16x1.5 with nut
and cutting ring
1 Screw-in thread M16x1.5 -  with
with sieve insert, with appet wi i i
0671423813 sealing for copperring 45D S0bar  40°C 10 +130°C trotling por S g 2 Diesel fue 1)
2 Female thread M16x1.5 '
1 Screw-in thread M16x1.5
with sieve insert, with
5690020300  O-ring sealing on the 0.2bar 13 bar -40°C to +80°C  Sealing disc ~ Steel NBR Compressed air
face side
2 Female thread M16x1.5
1 Screw-in thread
M22x1.5 with PFLEX T Hydraulic oils
0667382081  sealing 6bar  160bar  -40°Cto +90°C W";‘tf]pgfrmg Steel  NBR on the basis of
2 Cutting ring L15 mineral oil
M22x1.5
1 Screw-in thread o
M26x1.5 with PFLEX Tappet Hydraulic oils
0670502020 sealing 0.2 bar 160 bar -40°C to +90°C with O-rin Steel NBR on the basis of
o 9 mineral oil
2 cutting ring L22 M30x2
1 Screw-in thread T Hydraulic oils
0671832020 ~ G1%" with PFLEX sealing 02 bar 100 bar ~ -40°C to +90°C W‘i‘;pgfrmg Steel  NBR on the basis of

2 Cutting ring L28 M36x2

1) for high cleanliness requirements

mineral oil



B. Non-return valves

2. Inline non-return valves, part 1

Part
number

0667012081

0669522081

0668662000

0600962000

0600942081

0667522007

0671690D00

0671610L00

1) for high cleanliness requirements

Connections

Cutting ring L12
M18x1.5

2 Cutting ring L12

M18x1.5

Cutting ring L12
M18x1.5

2 Cutting ring L12

M18x1.5

Cutting ring L15
M22x1.5

2 Cutting ring L15

M22x1.5

Cutting ring L18
M26x1.5

2 Cutting ring L18

M26x1.5

Cutting ring L18
M26x1.5

2 Cutting ring L18

M26x1.5

Cutting ring L18

M26x1.5 with nut and

cutting ring

2 Cutting ring L18

1

2

1

M26x1.5 with nut and

cutting ring

Ball bearing M14x1.5

for tube OD8

Female thread M12x1.5

Ball bearing M14x1.5

for tube OD8

Female thread M12x1.5

Opening
pressure

0.3 bar

0.3 bar

0.2 bar

0.05 bar

0.15 bar

0.05 bar

3.75 bar

6.2 bar

Working
press. (max)

250 bar

250 bar

250 bar

160 bar

160 bar

160 bar

30 bar

50 bar

VOSS

Application
temperature

-40° to +90°

-40° to + 100°

-40° to +100°

-40° to +100°

-40° to +100°

-40° to +100°

-40° to +130°

-40° to +130°

Construction

Tappet
with O-ring

Tappet

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Tappet
with O-ring

Housing
material

Steel

Steel

Steel

Steel

Steel

Steel

Stainless
steel

Stainless
steel

Sealing
material

NBR

Metallically
sealing

NBR

NBR

NBR

FPM

FPM

FPM

Application
medium

Diesel fuel

Hydraulic oils
on the basis of
mineral oil

Diesel fuel

Hydraulic oils
on the basis of
mineral oil

Diesel fuel

Hydraulic oils
on the basis of
mineral oil

Diesel fuel

Hydraulic oils
on the basis of
mineral oil

Diesel fuel
Hydraulic oils

on the basis of
mineral oil

Diesel fuel

Hydraulic oils
on the basis of
mineral oil

Diesel fuel

Diesel fuel

Rem.

1)
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B. Non-return valves

2. Inline non-return valves, part 2

Part

Opening Working Application
number pressure press. (max) temperature material material medium

Housing Sealing Application

Connections Construction Rem.

1 Ball bearing M16x1.5

for tube OD10 Tappet )
0669862020 } 0.2 bar 25 bar -40° to +100° . ) Steel FPM Diesel fuel
2 Ball bearing M16x1.5 with O-ring
for tube OD10
1 Ball bearing M18x1.5
for tube OD12 Tappet .
0670192020 ) 0.2 bar 25 bar -40° to +100° . . Steel FPM Diesel fuel
2 Ball bearing M18x1.5 with O-ring
for tube OD12
1 Ball bearing M22x1.5
for tube OD15 Tappet )
0670202020 } 0.2 bar 25 bar -40° to +100° . . Steel FPM Diesel fuel
2 Ball bearing M22x1.5 with O-ring
for tube OD15
1 Drive-in mandrel for
PA tube NS12 Tappet .
5466087900 o 0.2 bar 12 bar -40° to +100° . . Steel FPM Diesel fuel
2 Drive-in mandrel for with O-ring

PA tube NS12
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B. Non-return valves

3. Quick connect system components o 1
with non-return valve, part 1 '

Housing  Sealing Application

Part . Opening  Working Application
Connections ; . ;
number pressure press. (max) temperature material  material medium

Construction Rem.

1 Plug SV232 NS12 o _
5232821149 ) 0.2bar  15.5 bar -40°C to +100°C Sealing disc Brass NBR Compressed air
2 Coupling SV232 NS12

1 Plug SV232 NS12
Coupling SV232 NS12

N

5232821049 . 0.2bar  15.5 bar -40°C to +100°C Sealing disc Brass NBR Compressed air
with non-return valve
3 Coupling SV232 NS12
1 Screw-in thread
M22x1.5 with O-ring
5232821400  for profiled bore 0.2bar 13 bar -40°C to +100°C Sealing disc Brass NBR Compressed air

SV230/232
2 Coupling SV232 NS12

1.1 Bulkhead thread
5232820049  M22x1.5 0.2bar  15.5 bar -40°C to +100°C Sealing disc Brass NBR Compressed air
2 Coupling SV232 NS12

1 Bulkhead thread

M22x1.5 with hexagonal . ) .
5232820070 sealing nut 0.2bar 155 bar -40°C to +100°C Sealing disc Brass NBR Compressed air

2 Coupling SV232 NS12

1 Cutting ring L6 M12x1.5
and bulkhead thread

5232993100 M16x1.5 0.2bar  15.5 bar -40°C to +130°C Tappet Brass FPM Compressed air
2 Coupling SV232 NS8

1 Profiled bore SV230/232
0233255000  NS8 M16x1.5 0.2bar  15.5bar -40°C to +100°C Tappet Brass FPM Compressed air
24 Male thread M12x1.5
1 Male thread M18x1.5
O-ring sealing with . . Metallically —.
5246066200 angular O-ring groove 7 bar 8 bar -40°C to +130°C Tappet Steel sealing Diesel fuel

2.1 Profile SV246 NS8

10
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B. Non-return valves 5
3. Quick connect system components o 1
with non-return valve, part 2 <
{}

Housing  Sealing Application

: Opening Working Application
Connections ; ; ;
pressure press. (max) temperature material  material medium

Part B

number

Construction

1 Male thread M18x1.5
O-ring sealing with
5246066800 angular O-ring groove

2.1 Profile SV246 NS8

Metallically Diesel fuel

535 bar 8 bar -40°C to +130°C Tappet Steel .
sealing

11



B. Non-return valves

4. Banjo bolts with integrated non-return

valve, part 1

Part

Connections
number

2 Banjo bolt M10x1
5690021400 3 Qutlet port1 x D2 for
banjo fitting ND10
1 Banjo bolt M12x1.5 with
throttling port D2
0670512000 2 Female thread M12x1.5
3 Qutlet port 3 x D4.5 for
banjo fitting ND12
1 Banjo bolt M12x1.5 with
throttling port D2
0670992000 2 Female thread M 12x1.5
3 Outlet port 3 x D4.5 for
banjo fitting ND12
1 Banjo bolt M12x1.5 with
throttling port D2
0671630L00 2 Female thread M12x1.5
3 Outlet port 3 x D4.5 for
banjo fitting ND12
Banjo bolt M14x1.5

2
0660242000 i
3 Banjo bolt M14x1.5

Banjo bolt M14x1.5

2
0660252000
3 Banjo bolt M14x1.5

2 Banjo bolt M14x1.5

5690021300 3 Qutlet port 1 x D2 for
banjo fitting ND14

1) for high cleanliness requirements

2) flange-mount T valve body

Opening
pressure

0.2 bar

4.8 bar

4.5 bar

4.5 bar

5.5 bar

5.2 bar

0,2 bar

Working
press. (max)

15 bar

12 bar

50 bar

50 bar

250 bar

250 bar

15 bar

VOSS

Application
temperature

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

Construction

Tappet
with O-ring

Tappet

Tappet

Tappet
with O-ring

Tappet with
throttling
port

Tappet with
throttling
port

Tappet
with O-ring

Housing
material

Steel

Steel

Steel

Steel

Steel

Steel

Brass

Sealing
material

FPM Diesel fuel

l\/letglhcally Diesel fuel
sealing

Meta_llllcally Diesel fuel
sealing

FPM Diesel fuel

Metalllcally Diesel fuel
sealing

Metglllcally Diesel fuel
sealing

FPM Diesel fuel

Application
medium

Rem.

1)

2)

12




B. Non-

4. Banjo bolts with integrated non-return

return valves

valve, part 2

Part
number

0669732018 2

0669462000 2

0670942000 2

0671012023 2

0671291E23 )

3

0671182023 2
3

Connections

Banjo bolt M16x1.5 with
throttling port D 2,2

Female thread M16x1.5
Outlet port 1 x D1 for
banjo fitting ND16
Banjo bolt M16x1.5 with
throttling port D 3,1
Female thread M16x1.5
Outlet port 2 x D6 for
banjo fitting ND16
Banjo bolt M16x1.5 with
throttling port D4
Female thread M16x1.5
Outlet port 2 x D6 for
banjo fitting ND16
Banjo bolt M16x1.5 with
throttling port D4
Female thread M16x1.5
Outlet port 2 x D6 for
banjo fitting ND16

Banjo bolt M16x1.5 with
sieve insert and throttling
port D4

Female thread M16x1.5
Outlet port 2 x D6 for
banjo fitting ND16
Banjo bolt M16x1.5 with
throttling port D5
Female thread M16x1.5

Outlet port 1 x D1 for
banjo fitting ND16

1) for high cleanliness requirements

Opening
pressure

2 bar

2.65 bar

4.5 bar

4.5 bar

4.5 bar

4.5 bar

Working
press. (max)

50 bar

50 bar

50 bar

50 bar

50 bar

50 bar

VOSS

Application
temperature

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

-40°C to +130°C

Construction

Tappet

Tappet

Tappet with
throttling
port D 0,5

Tappet with
throttling
port D 0,5

Tappet with
throttling
port D 0,5

Tappet

Housing
material

Steel

Steel

Steel

Steel

Steel

Steel

Sealing
material

Application
medium

Metallically pyjoe fuel
sealing

Metglllcally Diesel fuel
sealing

Met{illlcally Diesel fuel
sealing

Metglllcally Diesel fuel
sealing

Meta_llllcally Diesel fuel
sealing

Metglllcally Diesel fuel
sealing

Rem.

1)

13
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B. Non-return valves

4. Banjo bolts with integrated non-return 2
valve, part 3 — 4

Housing  Sealing Application
number pressure press. (max) temperature material material medium

Part Opening Working Application

Connections Rem.

Construction

1 Banjo bolt D15.95 with
O-ring M20x1.5 and

0671522000  screw-in thread 1 bar 50 bar -30°C to +140°C Tappet steel  Metallically pocol fuel 1)

sealing
4 Outlet port 4x3 for
component bore D16

1 Banjo bolt D20 with
O-ring M26x1.5 and Metallicall
0671672000  Screw-in thread 3 bar 50 bar -40°C to +130°C Tappet Steel etaliically ;ose fuel

sealing
4 Outlet port 2 x D6 for
component bore D20

1) for high cleanliness requirements

14



B. Non-return valves

5. Manifolds with integrated non-return

valve, part 1

Part

number

0233124200

0233264200

0233304200

0233314249

21
22
23
24

21

22

23

24

25.

-

21

23.2

21
22
23
24

Connections

Coupling SV230 NS12
Coupling SV230 NS12
Coupling SV230 NS12
Coupling SV230 NS12
Female thread M12x1.5

Male thread M22x1.5

Profiled bore M22x1.5
SV230/232 NS12

Profiled bore M22x1.5
SV230/232 NS12

Profiled bore M22x1.5
SV230/232 NS12

Profiled bore M22x1.5
SV230/232 NS12

Female thread M12x1.5

Male thread M22x1.5

Profiled bore M22x1.5
SV230/232 NS12

Profiled bore M22x1.5
SV230/232 NS12

Profiled bore M22x1.5
SV230/232 NS12

Female thread M12x1.5

Male thread M22x1.5

Coupling SV230 NS12
Coupling SV230 NS12
Coupling SV230 NS12
Coupling SV230 NS12

1) 2 fastening bores ID 9 mm

Opening  Working
pressure press. (max)

0.2 bar 13 bar
0.3 bar 15.5 bar
0.2 bar 15.5 bar
0.2 bar 13 bar

VOSS

25.1

23.2

23 —1—21

@ 25.2

A A
V'V

24— 2

Application
temperature

Sealing

-40°C to +100°C .
disc

Sealing

-40°C to +100°C .
disc

Sealing

-40°C to +100°C .
disc

Sealing

-40°C to +100°C .
disc

Construction

Housing
material

SEEEle)
material

Zinc die-

NBR
cast
Aluminum NBR
forging
Aluminum NBR
forging
Alumlnum NBR
forging

Application
medium

Compressed air

Compressed air

Compressed air

Compressed air

Rem.

1)

15
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B. Non-return valves 03 o
5. Manifolds with integrated non-return 23 —1—21
valve, part 2 4
=]

[

@ 25.2

24— 22
25.1

Part Opening Working Application

Cornesiione Housing  Sealing Application

Construction Rem.

number pressure press. (max) temperature material material medium

1 Male thread M22x1.5

21 Coupling SV230 NS12 ; ;
0233324249 Ping 0.2bar 13 bar -40°C to +100°C S62ing Aluminum

22 Coupling SV230 NS12 disc forging

23.2 Coupling SV230 NS12

NBR Compressed air

1 Male thread M22x1.5

21 Profiled bore M22x1.5
SV230/232 NS12

22 Profiled bore M22x1.5 o -~ Sealing Aluminum
SV230/232 NS12 I Ll kg ] e forging

23 Profiled bore M22x1.5
SV230/232 NS12

24 Female thread M12x1.5

0233334200 NBR Compressed air

1 Female thread M16x1.5
0268734200 21 Female thread M16x1.5 0.2 bar 13 bar -40°C to +100°C
23 Female thread M16x1.5

Sealing Aluminum

disc forging NBR Compressed air

1 Male thread M22x1.5
and Female thread
M14x1.5

21 Female thread M22x1.5

0268904200 5, Fermale thread M22x1.5 0-2 bar 13 bar 40°C to +100°c Seing - Aluminum

disc forging NBR Compressed air

23 Female thread M22x1.5
24 Female thread M22x1.5
25.1 Female thread M12x1.5

16



B. Non-return valves 03 o
5. Manifolds with integrated non-return 23 ——21
valve, part 3 4
=]

Part . Opening Working Application
Connections ) . ;
number pressure press. (max) temperature material  material medium

Housing  Sealing Application

Construction Rem.

1 Profiled bore M22x1.5
SV230/232 NS12

21 Profiled bore M22x1.5
SV230/232 NS12

0833124200 22 Profiled bore M22x15 02bar 13 bar -40°C to +100°C gfsi"”g Sg“s‘i de- \NBR  Compressed air 1)
SV230/232 NS12
23 Profiled bore M22x1.5
SV230/232 NS12
24 Female thread M12x1.5
1 Male thread M22x1.5
21 Coupling SV232 NS12
22 Coupling SV232 NS12 i i
5032820249 2L 03bar  155bar  -40°C to +100°C S22ing Aluminum \pe compressed air
23 Coupling SV232 NS12 disc forging
24  Coupling SV232 NS12
25.1 Female thread M12x1.5
1 Male thread M22x1.5
completed with
hexagonal sealing nut
and O-ring
21 Coupling SV232 NS12 Sealing Aluminum

5232820270 0.3 bar 156.5 bar -40°C to +100°C

22 Coupling SV232 NS12 disc forging
23 Coupling SV232 NS12

24 Coupling SV232 NS12

Female thread M12x1.5

NBR Compressed air

25.

o

1 Coupling SV232 NS12
21 Coupling SV232 NS12
5232820300 22 Coupling SV232 NS12 0.2 bar 13 bar -40°C to +100°C
23 Coupling SV232 NS12
24 Female thread M12x1.5

Sealing Zinc die-

disc oEE NBR Compressed air 1)

1) 2 fastening bores ID 9 mm
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VOSS

B. Non-return valves 03 o
5. Manifolds with integrated non-return 23 — 121
valve, part 4 4
=]

V

@ 25.2

24— 2
25.1

Opening berdng Application Constructi  Housing Sealing Application

; : ; Rem.
temperature on material material medium

Part number Connections press.

ressure
P (max)

1 Male thread M22x1.5
21 Coupling SV232 NS12
5232820449 22 Coupling SV232 NS12 0.2 bar 155 bar  -40°C to +100°C
23.2 Coupling SV232 NS12
25.2 Female thread M12x1.5

Sealing Aluminum

disc forging NBR Compressed air

1 Male thread M22x1.5
completed with
hexagonal sealing nut
and O-ring

5232820470 21 Coupling SV232 NS12 0.2 bar 15.5bar  -40°C to +100°C
22 Coupling SV232 NS12
232 Coupling SV232 NS12
25.2 Female thread M12x1.5

Sealing Aluminum

disc forging NBR Compressed air

=

1 Male thread M22x1.5
21 Coupling SV232 NS12
5232820500 22 Coupling SV232 NS12 0.2 bar 155bar  -40°Cto +100°C
23 Coupling SV232 NS12
24 Coupling SV232 NS12

Sealing Aluminum

disc forging NBR Compressed air

1 Male thread M22x1.5
completed with
hexagonal sealing nut
and O-ring

5232820570 21 Coupling SV232 NS12 0.2 bar 15.5bar  -40°C to +100°C
22 Coupling SV232 NS12
23 Coupling SV232 NS12
24 Coupling SV232 NS12

Sealing Aluminum

disc forging NBR Compressed air

-
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B. Non-return valves 03 o
5. Manifolds with integrated non-return 23 ——21
valve, part 5 4
=]

Part . Opening Working Application
Connections ; . ;
number pressure press. (max) temperature material ~ material medium

Housing  Sealing Application

Construction Rem.

1 Male thread M16x1.5
completed with
hexagonal sealing nut
and O-ring

5232820670 21 Coupling SV232 NS12 0.2 bar 15.5 bar -40°C to +100°C
22 Coupling SV232 NS12
23 Coupling SV232 NS12
24 Coupling SV232 NS12

Sealing Aluminum

disc forging NBR Compressed air

1 Male thread M22x1.5

21 Coupling SV232 NS12 f i
5232820749 Ping 0.2bar  155bar  -40°C to +10o°c S°@ling AL

22 Coupling SV232 NS12 disc forging

232 Coupling SV232 NS12

NBR Compressed air

1 Male thread M22x1.5
completed with
hexagonal sealing nut
and O-rin i i

5232820770 n9 0.2bar  155bar  -40°C to +100°C g.ea"”g fA'“r.”'”“m

21 Coupling SV232 NS12 ISC orging

22 Coupling SV232 NS12

232 Coupling SV232 NS12

NBR Compressed air

1 Male thread M22x1.5
completed with
hexagonal sealing nut

d O-ri . .
and O-ring 03bar  155bar  -40°C to +100°C 2?3"”9 f'“”.”'”“m
22 Coupling SV232 NS12 isc orging

23 Coupling SV232 NS12
24 Coupling SV232 NS12

5232822170 NBR Compressed air
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VOSS

B. Non-return valves

6. Non-return valve cartridges

Part Housing  Sealing Application

Opening Working Application
number pressure press. (max) temperature material  material medium

Connections Construction Rem.

1 Inlet port ID13 i Hydraulic oils
0605212000 P 10bar 20 bar 40°C to +130°C Tappet  Steel  Metallically oo o asis of
2 Male thread M27x1.5 sealing . el oil

1 Inlet port ID13
0605222000 5 Male thread M27x1.5 10 bar 20 bar -40°C to +130°C Tappet Steel

Hydraulic oils

pSacel on the basis of

sealing

with 40° centering taper mineral oil
1 Inlet port ID4 ) Hydraulic oils
0605502020 port 02bar 20 bar 40°C to +120°C Tappet  Steel  Metalically Sip basis of
2 Press-in diameter D13 sealing mineral oil
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VOSS

C. Multi-port valves

1. Two-way valves

Part Differential Working Application

Housing Piston  Application
number closing press. press. (max) temperature material material medium

Connections Construction Rem.

2 Coupling SV230 NS12

0233134200 11 Coupling SV230 NS12  0.15 bar 12 bar -40°C to +100°C  ©28lng Zinc die- gy, Compressed
plston cast ailr
12 Coupling SV230 NS12
2 Profiled bore SV230/232
NS8 M16x1.5
11 Profiled bore SV230/232 o -~ Sealing Zinc die- Compressed
0233294200 ' | (TR 0.15 bar 12 bar -40°Cto +100°C S0 Cast FMQ
12 Profiled bore SV230/232
NS8 M16x1.5
2 Coupling SV230 NS8 . . .
0233294249 11 Coupling SV230NS8  0.15 bar 12 bar -40°C to +100°C  ©8@ng Zinc die- gy - Compressed
plston cast ailr
12 Coupling SV230 NS8
2 Female thread M22x1.5
11 Profiled bore SV230/232 Sealin Zinc die- Compressed
0233364200  NS12 M22x1.5 0.15 bar 12 bar -40°C to +100°C ©¢@'"9 FMQ omp
plStOﬂ cast ailr
12 Profiled bore SV230/232
NS12 M22x1.5
2 Profiled bore SV230/232
NS12 M22x1.5
11 Profiled bore SV230/232 o .~ Sealing Zinc die- Compressed
0833134200 11 | (TN 0.15 bar 12 bar -40°C o +100°C 2 o FMQ
12 Profiled bore SV230/232
NS12 M22x1.5
2 Coupling SV232 NS12
5232820100 11 Coupling SV232 NS12  0.15 bar 155bar  -40°C to +100°C Sc@ing ANDEE- | |COMPTEsEES
piston cast air
12 Coupling SV232 NS12
2 Female thread M22x1.5
5690004000 11 Female thread M22x1.5  0.15 bar 12 bar -40°C to +100°C  >e@ing Zinc die- ¢, Compressed
plston cast ailr
12 Female thread M22x1.5
2 Female thread M12x1.5 . _ _
5690031400 11 Female thread M12x1.5  0.15 bar 12 bar -40°C to +100°C  22aling Ane el |y |SopressEd
plStOﬂ cast alr

12 Female thread M12x1.5
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VOSS

C. Multi-port valves

2. Two-way valves with spring

Part Housing Piston Application

Opening press.  Working Application
number connection 12 press. (max) temperature material material  medium

Connections Construction Rem.

2 Female thread M22x1.5

11 Profiled bore SV230/232 Sealing Zinc die- Compressed
0233284200 NS12 M22x1.5 0.1 bar 12 bar -40°C to +100°C piston with cast FMQ air P

12 Profiled bore SV230/232 spring

NS8 M16x1.5
2 Female thread M22x1.5 Sealin
o . 9 Zinc die- Compressed

5690011400 11 Female thread M22x1.5 0.1 bar 12 bar -40°C to +100°C piston with cast FMQ air

12 Female thread M16x1.5 Epiing
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VOSS

C. Multi-port valves

3. Six-way switch valves
21

4635

Part Working Application Housing Sealing Application

Connections Construction Rem.

number press. (max) temperature material material medium

1 Female thread M18x1.5
2 Female thread M16x1.5

3 Cutting ring L10 M16x1.5 Mechanically :
5690027500 nanng 10 bar -30°C to +100°C  operated Aluminum oy Diesel fuel
4 Cutting ring L10 M16x1.5 sealing disc forging

5 Cutting ring L10 M16x1.5
6 Cutting ring L10 M16x1.5

1 Female thread M18x1.5
2 Female thread M16x1.5

3 Cutting ring L12 M18x1.5 Mechanically ]
5690027400 9 N9 10 bar -30°C to +100°C  operated AT ey Diesel fuel
4 Cutting ring L10 M16x1.5 sealing disc forging

5 Cutting ring L12 M18x1.5
6 Cutting ring L10 M16x1.5

1 Female thread M18x1.5
2 Female thread M16x1.5

3 Cutting ring L12 M18x1.5 Mechanically i
5690027900 nanng 10 bar -30°C to +100°C  operated Aluminum - ey Diesel fuel
4 Cutting ring L12 M18x1.5 sealing disc forging

5 Cutting ring L12 M18x1.5
6 Cutting ring L12 M18x1.5

1 Profile SV246 NS12
2 Profile SV246 NS12

3 Profile SV246 NS12 MechanicallyS Sl i :
5690027800 : 10 bar -30°C to +100°C  operated . FPM Diesel fuel
4 Profile SV246 NS12 sealing disc  10'9ing

5 Profile SV246 NS12
6 Profile SV246 NS12
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VOSS

D. Test and filling valves

1. Test and filling connections with
screw-in thread, part 1

Part ; Working Application
Connections ; . ;
number press. (max) temperature material material medium

Housing  Sealing Application

Construction Rem.

1 Male thread M12x1.5 AF17

0258595000 g?ﬁlg%?;:g?rgpfr fingto 20 bar -40°C to +100°C (T;ﬁﬁgt with Brass NBR Compressed air
2 Test point M16x1.5
1 Male thread M16x1.5 AF22

0268435000 gfslggsg);:g?r?zer ring o 20 bar -40°C to +100°C ga}ﬁr?get i Brass NBR Compressed air
2 Test point M16x1.5
1 Male thread M16x1.5 AF22

0268435068 g?:urg]g wih pressure fing and 20 bar -40°C to +100°C (T)a_ﬁr?gt " Brass NBR Compressed air
2 Test point M16x1.5
1 Malle threac_i M1§x1.5 AF22

0268235000 8::::8 Z?ggcg with angular 20 bar -40°C to +100°C -(ga}ﬁr?get i Brass NBR Compressed air
2 Test point M16x1.5

0233625000 ; ?:;th:j:tt&rf::E16X1'5 A9 obar  -40°C 10 +100°C gfﬁﬁgt W grass  NBR Compressed air
1 Male thread M22x1.5 AF24

0268195000 ﬁgiinsg\‘/évét(r;/%—gng iorlzeze 20 bar -40°C to +100°C (T)e}ﬁr?get " Brass NBR Compressed air
2 Test point M16x1.5
1 Male thread M22x1.5 AF27

0268445000 gmlggé);:g?ngpfr fing to 20 bar -40°C to +100°C ga}ﬁrﬁ)gt . Brass NBR Compressed air
2 Test point M16x1.5
1 Male thread M22x1.5 AF27

0268445068 g?ﬁggg R PGS g e 20 bar -40°C to +100°C (T)e}ﬁr?get " Brass NBR Compressed air

2 Test point M16x1.5
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VOSS

D. Test and filling valves

1. Test and filling connections with
screw-in thread, part 2

Housing Sealing Application
number press. (max) temperature material material medium

PEN Connections e FEpligston Construction Rem.

1 Male thread M22x1.5 AF27

O-ring sealing with angular Tappet with

0258575000 O-ring groove 20 bar -40°C to +100°C O-ring Brass NBR Compressed air
2 Test point M16x1.5
1 Male thread 4" NPT i

0268455000 , 20 bar -40°C to +100°C Tappet L Brass NBR Compressed air
2 Test point M16x1.5 O-ring
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VOSS

D. Test and filling valves

2. Test and filling connections with
screw-on thread, part 1

Part ; Working Application
Connections ; . ;
number press. (max) temperature material material medium

Housing  Sealing Application

Construction Rem.

1 Female thread M12x1.5 AF17

Sealing with copper sealing Tappet with

0268305000  \yasher 20 bar -40°C to +100°C O-ring Brass NBR Compressed air

2 Test point M16x1.5

1 Female thread M12x1.5 AF17

Sealing with copper sealing . . Tappet with
wEEEr 12 bar -40°C to +150°C O-ring

2 Test point M16x1.5

0258965000 Brass EPDM Compressed air 1)

1 Female thread M14x1.5 AF17

0268315000 \?vizlri]r‘;? wih copper sealing 20 bar -40°C to +100°C (T)a_ﬁr?gt " Brass NBR Compressed air
2 Test point M16x1.5
1 Femgle thlread M16x1.5 AF22

0268325000 ?Vizt]r;? with copper sealing 20 bar -40°C to +100°C -(ga}ﬁgget i Brass NBR Compressed air

2 Test point M16x1.5

1 Female thread M16x1.5 AF22

Sealing with copper sealin .
0278005000  yghor PP  tzbwr  aoCuostsye [PV

Brass EPDM Compressed air 1)
2 Test point M16x1.5

1 Banjo bolt M10x1 AF17 Tappet with

0278042000 2 Test point M16x1.5 12 bar -40°C to +150°C O-ring Steel EPDM Compressed air 1)
1 Female thread M18x1.5 AF24

0268335000 \?viilrzr;? with copper sealing 20 bar -40°C to +100°C ga_\ﬁrp])get . Brass NBR Compressed air
2 Test point M16x1.5
1 Female thread M18x1.5 AF24

0268065000 \?vizlfi]r;? with copper sealing 20 bar -40°C to +100°C (T)e}ﬁr?get Wit Brass NBR Compressed air  2)

2 Test point M16x1.5

1) for application in hot areas, piston made of brass

2) filling valve with larger cross-section
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VOSS

D. Test and filling valves

2. Test and filling connections with
screw-on thread, part 2

Housing Sealing Application

Working Application
number press. (max) temperature material material medium

PEIL Connections Construction Rem.

1 Female thread M22x1.5 AF27

Sealing with copper sealing Tappet with

0268345000  \yasher 20 bar -40°C to +100°C O-ring Brass NBR Compressed air
2 Test point M16x1.5
1 Femgle thlread M22x1.5 AF27
0268495000 \?vzzlt;r;? with copper sealing 20 bar -40°C to +100°C Eﬁsgt K Brass NBR Compressed air 1)
2 Test point M16x1.5
1 Female thread M22x1.5 AF27
0268935000 iiilr:ré? with copper sealing 12 bar -40°C to +150°C 'ga_\ﬁgget v Brass EPDM Compressed air  2)

N

Test point M16x1.5

1) filling valve with larger cross-section

2) for application in hot areas, piston made of brass
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VOSS

D. Test and filling valves

3. Straight quick connect system parts
with test and filling connection

Part . Working Application
Connections ) ; ;
number press. (max) temperature material material medium

Housing Sealing  Application

Construction Rem.

1 Assembly SV203 NS6 NBR

5203988200  and bulkhead thread M16x1.5 12 bar -40°C 10 +100°C (Tﬁﬁr'?gt Wt Brass  NBR  Compressed air
2 Test point M16x1.5
1 Assembly SV203 NS6 EPDM T h
5003609500 and bulkhead thread M16x1.5 12 bar -40°C to +100°C Oappet W Brass  NBR  Compressed air
. -ring
2 Test point M16x1.5
1 Assembly SV203 NS6 EPDM/EPDM T "
5003013300  and bulkhead thread M16x1.5 12 bar -40°C to +100°C [2PPEIWIh 5o NBR  Compressed air
. O-ring
2 Test point M16x1.5
1 Assembly SV208 NS10 EPDM T "
5008994400 and bulkhead thread M22x1.5 12 bar -40°C to +100°C O?firﬁ’gt W Brass  NBR  Compressed air
2 Test point M16x1.5
1 Coupling SV230 NS6 T ih
0233625049  and bulkhead thread M16x1.5 12 bar -40°C to +100°C Oap.pet W Brass  NBR  Compressed air
. -ring
2 Test point M16x1.5
1 Coupling SV232 NS8 T ith
5232801900 and bulkhead thread M24x1.5 15.5 bar -40°C to +100°C Oa_ur)iggt e Brass NBR Compressed air
2 Test point M16x1.5
1 Coupling SV232 NS8 T i
5232801800  and bulkhead thread M24x1.5 155bar  -40°C to +100°C Oéfﬁr'?gt W Brass  NBR  Compressedair 1)
2 Test point M16x1.5
1 Plug SV230 NS12 i
0233015000 g=v 12 bar -40°C to +100°C | @PPOLWIth 5 s NBR  Compressed air
2 Test point M16x1.5 O-ring
1 Coupling SV240 NS13 i
0243085000 ping 12 bar -40°C to +100°C | 2PPELWIN 5 s NBR  Compressed air
2 Test point M16x1.5 O-ring

1) Filling valve with red cap
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VOSS

D. Test and filling valves

4. Test and filling valves with several
branches, part 1

Part Working Application Housing  Sealing Application

Connections Construction ; . : Rem.
number press. (max) temperature material ~ material medium
1 Plug SV230 NS8 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
0233195000 2 Fir-tree NS4 O-ring

3 Test point M16x1.5

1 Plug SV230 NS8 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
0233205000 2 Fir-tree NS6 O-ring
3 Test point M16x1.5

1 Plug SV230 NS8 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
0233505000 2 Test point M16x1.5 O-ring

3 Assembly SV203 NS6 NBR

1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
0233235000 2 Fir-tree NS9 Sl

3 Test point M16x1.5

1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air

2 Fir-tree NS9 O-ring
0233515100 i

21 Fir-tree NS6 60°

3 Test point M16x1.5

1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
0233525000 2 Test point M16x1.5 O-ring

3 Fir-tree NS9

1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
0233535000 2 Test point M16x1.5 O-ring

3 Fir-tree NS9

1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air

Fir-tree NS9 O-ring

2
0233555100
4 Female thread M12x1.5

4.1 Test point M16x1.5 90°

29



VOSS

D. Test and filling valves

4. Test and filling valves with several
branches, part 2

Part Working Application Housing  Sealing Application

Connections Construction ; . : Rem.
number press. (max) temperature material ~ material medium
1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with Brass NBR Compressed air
Test point M16x1.5 O-ring

2
0233585000
4 Female thread M12x1.5

4.1 Fir-tree NS9 90°

1 Plug SV230 NS12 12 bar -40°C to +100°C Tappet with  Brass NBR Compressed air
Female thread M12x1.5 O-ring

Test point M16x1.5

4.1 Fir-tree NS9 90°

2
0233595000
4

1 Plug SV232 NS8 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232801300 2 Fir-tree NS6 O-ring
3 Test point M16x1.5

1 Plug SV232 NS8 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232802300 2 Test point M16x1.5 O-ring
4 Fir-tree NS6

1 Plug SV232 NS8 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232800200 2 Test point M16x1.5 O-ring
4 Assembly SV203 NS6 NBR

1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232801600 2 Fir-tree NS6 O-ring
3 Test point M16x1.5

1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232800000 2  Fir-tree NS9 O-ring
3 Test point M16x1.5

1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232800300 2 Test point M16x1.5 O-ring
3 Fir-tree NS9

1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232800100 2 Test point M16x1.5 O-ring
4 Fir-tree NS9
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VOSS

D. Test and filling valves

4. Test and filling valves with several
branches, part 3

Part Working Application

Connections Housing  Sealing Application

Construction Rem.

number press. (max) temperature material material medium

1 Plug SV232 NS12 with anti-twist 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
5232801700 2 Test point M16x1.5 O-ring
3 Hose connection DN11

1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
Test point M16x1.5 O-ring

Female thread M12x1.5

41 Fir-tree NS9 90°

2
5232800500
4

1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
2 Female thread M12x1.5 O-ring
5232800600 )
4 Test point M16x1.5
44 Fir-tree NS9 90°
1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
2 Test point M16x1.5 O-ring
5232802500 :
3 Fir-tree NS9
4.1 Fir-tree NS9 90°
1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
2 Fir-tree NS9 O-ring
5232802600 )
2.1 Fir-tree NS9 60°
3 Test point M16x1.5
1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
with bulkhead thread M20x1.5 O-ring
SEEEIVAENY 2 Test point M16x1.5
3 Hose connection DN11
1 Plug SV232 NS12 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
Female thread M12x1.5 O-ring

2
5232821200
2.1 Fir-tree NS9 90°

3 Test point M16x1.5
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D. Test and filling valves

4. Test and filling valves with several
branches, part 4

Housing  Sealing Application

Part Working Application

Connections Construction ; ) ; Rem.
number press. (max) temperature material material medium
1 Male thread M22x1.5 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
completely with hexagonal O-ring
5032802000  Sealing nut

2 Coupling SV232 NS12
4.1 Screw-in test point M16x1.5

1 Male thread M22x1.5 15.5 bar -40°C to +100°C Tappet with Brass NBR Compressed air
completely with hexagonal O-ring
sealing nut

5232803000
2 Screw-in test point M16x1.5

4.1 Coupling SV232 NS12

32



D. Test and filling valves

5. Emergency release connections

Part
number

0268415000
3

0268405000

3

2
5232802700
21

Working

Connections
press. (max)

Female thread M12x1.5
Sealing with copper sealing washer

Test point M16x1.5
with red emergency release cap

0 bar

Fir-tree NS6

Test point M16x1.5
with red emergency release cap

20 bar

Plug SV232 NS12
Fir-tree NS9
Fir-tree NS9 60°
Test point M16x1.5

15.5 bar

Application
temperature

Housing
material

Construction

-40°C to +100°C [@PPEIWIN g ¢ NBR
O-ring

-40°C to +100°C Tap_pet tiit Brass NBR
O-ring

-40°C to +100°C [@PPEIWItN g NBR
O-ring

Sealing
material

Application
medium

Compressed air

Compressed air

Compressed air

Rem.
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VOSS

D. Test and filling valves

Test valves

Part Working Application Housing  Sealing Application

Connections Construction Rem.

number press. (max) temperature material material medium

2 Plug SV230 NS8
Tappet with

0233085000 11 Coupling SV230 NS8 12 bar -40°C to +100°C O-ing Brass NBR Compressed air
12 Test point M16x1.5
2 Plug SV230 NS8
) o o~ Tappet with )
5232801400 11 Profiled bore SV230/232 NS8 15.5 bar -40°C to +100°C O-ring Brass NBR Compressed air
12 Test point M16x1.5
2 Plug SV232 NS8
; o -~ lappet with )
5232801449 11 Coupling SV232 NS8 15.5 bar -40°C to +100°C O-ring Brass NBR Compressed air

12 Test point M16x1.5
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E. Drain valves

Part

Working Application
number press. (max) temperature material ~ material medium

Housing  Sealing Application

Connections Construction

Male thread M22x1.5 AF24

0258255000 20aling with O-ring 20 bar 40Ct04100C jproe " |Brass  NBR  |Compressed ai
for profiled bore SV230 proti P
: ) sealing
with pull ring
Tappet with
0258825050 Male_ Hnireee 2] 5 NE2y 20 bar -40°C to +100°C profile Brass NBR Compressed air
Sealing for copper ring )
sealing
Male thread M22x1.5 AF27 Tappet with
0258825000 Sealing for copper ring 20 bar -40°C to +100°C profile Brass NBR Compressed air
with pull ring sealing
Male thread M22x1.5 AF27 Tappet with
0258855052 O-ring sealing with angular O-ring 20 bar -40°C to +100°C profile Brass NBR Compressed air
groove sealing
Male thread M22x1.5 AF27 Tappet with
0258865052 O-ring sealing with angular O-ring 20 bar -40°C to +100°C profile Brass NBR Compressed air
groove, with pull ring sealing
Male thread M22x1.5 AF27 Tappet with
0258825068 Sealing with pressure ring and O-ring 20 bar -40°C to +100°C profile Brass NBR Compressed air
with pull ring sealing
Tappet with
5208997500 Male thread M22x1.5 AF28 20 bar -40°C to +100°C profile Brass ~ NBR  Compressed air
O-ring sealing on the face side sealing
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F. Special valves

1. Pressure relief valve for hydraulic
motor

Part

Connections
number

Male thread M10x1

1
5203987000 500 bar
2 Assembly SV203 NS4 NBR

1 Male thread M10x1
5300020500 2 Connection bore ID10 500 bar

with filter unit and
evacuation cap

Working pressure
connection 1

VOSS

Application ConsiuEiten Housmg Seallng Appllgatlon B
temperature material material medium
-40°C to +110°C Valvg Brass Metglhcally Hydraulic oil
cartridge sealing
-40°C to +110°C Valvg Brass Metglhcally Hydraulic oil
cartridge sealing
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F. Special valves

2. Pressure control valve for air 2
suspension

Working Application

Housing  Sealing Application
; : } Rem.
number press. (max) temperature material  material medium

P . )
art Connections Construction

1 Male thread M12x1

Sealing with O-ring for profiled bore i in-
5203985000 ayoganse o ¢ 18 bar -20°C to +100°C g"’fﬁr‘?get with |1 in-coated

2 Assembly SV203 NS6 EPDM/EPDM

NBR Compressed air
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F. Special valves

3. Regulating valve for cooling water

Part

Opening Working Application
number pressure press. (max) temperature material ~ material medium

Housing  Sealing Application

Connections Construction Rem.

1 Hose nozzle DN19

2 Hose nozzle DN19 Piston with )
5467000200 0.4 bar 4.5 bar -40°C to +125°C  elastomer Nylon EPDM Cooling water
3 Hose nozzle DN19 sealing

4 Hose nozzle DN19

38



VOSS

F. Special valves

4. SAE supply connection 2

Part

Working Application
number press. (max) temperature material ~ material medium

Housing  Sealing Application

Connections Construction Rem.

1 Male thread M14x1.5 with O-ring
0671512000  sealing according to ISO 6149 50 bar -30°C to +140°C
2 Plug according to SAE J 1502-4 4.1

Tappet with

O-ri Steel FPM Diesel fuel
-ring
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Part number
0671423E13
0671291E23
0671410L00
0671610L00
0671630L00
0671690D00
0233015000
0233085000
0233124200
0233134200
0233195000
0233205000
0233235000
0233255000
0233264200
0233284200
0233294200
0233294249
0233304200
0233314249
0233324249
0233334200
0233364200
0233505000
0233515100
0233525000
0233535000
0233555100
0233585000
0233595000
0233625000
0233625049
0243085000
0258255000
0258575000
0258595000
0258825000
0258825050
0258825068
0258855052
0258865052
0258965000
0268065000
0268195000
0268235000
0268305000
0268315000
0268325000
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28
34
15
21
29
29
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10
15
22
21
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15
15
16
16
21
29
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29
29
30
30
24
28
28
35
25
24
35
35
35
35
35
26
26
24
24
26
26
26

Part number
0268335000
0268345000
0268405000
0268415000
0268435000
0268435068
0268445000
0268445068
0268455000
0268495000
0268734200
0268904200
0268935000
0278005000
0278042000
0600942081
0600962000
0601322007
0605212000
0605222000
0605502020
0660242000
0660252000
0667012081
0667382081
0667522007
0668662000
0669462000
0669522081
0669732018
0669862020
0670192020
0670202020
0670502020
0670512000
0670942000
0670992000
0671012023
0671182023
0671512000
0671522000
0671672000
0671832020
0833124200
0833134200
5203013300
5203609500
5203985000
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26
26
33
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24
24
24
24
25
27
16
16
27
26
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20
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12
12
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13
12
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39
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17
21
28
28
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Part number
5203987000
5203988200
5208994400
5208997500
5232800000
5232800100
5232800200
5232800300
5232800500
5232800600
5232801300
5232801400
5232801449
5232801600
5232801700
5232801800
5232801900
5232802300
5232802500
5232802600
5232802700
5232802800
5232802900
5232803000
5232820049
5232820070
5232820100
5232820249
5232820270
5232820300
5232820449
5232820470
5232820500
5232820570
5232820670
5232820749
5232820770
5232821049
5232821149
5232821200
5232821400
5232822170
5232993100
5246013000
5246014649
5246016249
5246021800
5246030700
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A W > b

Part number
5246031100
5246033900
5246036100
5246037300
5246038052
5246040349
5246042900
5246047649
5246063900
5246066200
5246066800
5300020500
5466000600
5466001600
5466002500
5466029149
5466071200
5466087900
5466095500
5466095600
5466118400
5466186800
5466208800
5466208900
5467000200
5690004000
5690011400
5690020300
5690021300
5690021400
5690027400
5690027500
5690027800
5690027900
5690031400
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Contact

VOSS Automotive, Inc.
4640 Hillegas Road

Fort Wayne, IN 46818
USA

Phone: +1 260-373-2277
customersvc@us.voss.net
WWW.VOSSUSa.com

VOSS

VOSS Automotive GmbH
P.O. Box 15 40

51679 Wipperfurth
Leiersmuhle 2-6

51688 Wipperfurth
Germany

Phone: +49 2267 63-0
Fax: +49 2267 63-5982
automotive@voss.net
WWW.VOss-automotive.net

- © VOSS Automotive GmbH 2021
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